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Both blue- and redshifts of resonant modes are observed in the rolled-up Y2O3/ZrO2 tubular microcavity during
a conformal oxide coating process. Our investigation based on spectral analyses suggests that there are two
competitive processes during coating: desorption of both chemically and physically absorbed water molecules and
increase of the tube wall thickness. The redshift is due to the increase of the wall thickness and corresponding light
confinement enhancement. On the other hand, desorption of water molecules by heating leads to a blueshift. The
balance of these two factors produces the observed bi-directional shift of the modes while they both contribute to
promoted quality factor after coating.
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Optical microcavities with tubular geometry exhibit seve-
ral advantages compared to other types of optical micro-
cavities [1-4]. They naturally assume a hollow structure
and are fully integrative into lab-on-chip systems [5]. In
the past years, rolled-up tubular microcavities have been
used as cell culture devices [6,7], microlasers [8,9], sensors
[10], and so on. Especially, rolled-up microcavities with
(ultra)thin wall thickness are sensitive to tiny alterations
and modifications in the vicinity of the inner and outer
tube wall surfaces [5]. Thus, the microcavities exhibit
excellent potential applications as sensors in the fields
of optoelectronics [11], biosensing [6,12], and integrated
optofluidics [10,13]. Very recently, preliminary results
concerning detection of dynamic molecular processes
were demonstrated on a self-rolled-up SiO/SiO2 optical
microcavity with sub-wavelength wall thickness [14]. In
fact, the molecule absorption/desorption are quite com-
plex processes, and their interaction with the evanes-
cent field is even intricate, especially in the nanoscale.
Before this sensing technique can be put into practical* Correspondence: yuanguoliang@mail.njust.edu.cn; yongfeng.mei@gmail.com
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in any medium, provided the original work is papplications like other label-free methods, more work
must be done to disclose the mechanism and to exhibit
the general and diverse capability of the approach.
In this letter, we focus on the detection of physically
and/or chemically absorbed water molecules by using a
rolled-up tubular microcavity as a core component. The
microcavities used in this work were prepared by re-
leasing prestressed 33.5-nm-thick Y2O3/ZrO2 circular
nanomembranes on photoresist sacrificial layers. The in-
fluence of surface composition (e.g., coating formed by
atomic layer deposition (ALD) and water molecules
absorbed from atmosphere) on the mode (including the
sub-modes) positions as well as the Q-factors will be dis-
cussed on the basis of detailed spectral analyses. Differ-
ent from a previous work [15], we conduct a much more
meticulous ALD coating process and observe an unusual
blueshift of the resonant mode in the present case. We
find that the observation originates from the effects of
both chemisorption and physisorption water molecules,
suggesting a rather complicated nature of the interac-
tion between the evanescent field and the surrounding
environment.
Methods
The bare Y2O3/ZrO2 tubular optical microcavities are
prepared via self-rolled nanotechnology as describedn Open Access article distributed under the terms of the Creative Commons
g/licenses/by/2.0), which permits unrestricted use, distribution, and reproduction
roperly cited.
Figure 1 Fabrication of the microtube and its typical PL
spectra. (a) Schematic diagram of the cross-sectional view of the
microtube after HfO2 coating (left panel). The inset indicates the
multilayer structure of the tube wall. The right panel shows the
optical microscope image of a microtube with coating of 150 HfO2
MLs. (b) AFM images of the flat Y2O3/ZrO2 nanomembranes with
(left panel) and without (right panel) coating of 150 HfO2 MLs.
(c) Typical PL spectra collected from the center spot of the microtube
with different HfO2 coatings (0 to 150 MLs with a step of 10 MLs). The
marked (asterisk) modes' azimuthal numbers are m = 70.
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formly coated with up to 150 monolayers (MLs) of HfO2
by ALD to tune the optical resonant modes [10]. Tet-
rakis(dimethylamino)hafnium (Hf[N(CH3)2]4) and H2O
are used as precursor sources; pulse times for hafnium
source and water source are both 15 ms per circle. The
abovementioned two precursors react completely in each
circle at 150°C and 30 Pa (N2 as the carrying gas) to ob-
tain HfO2 coating layer on the wall of the microtube.
The thickness of the HfO2 layer is approximately 2 Å/ML,
which is calibrated using an atomic force microscope
(AFM). After coating of every 10 HfO2 MLs, the sample is
taken out and the microphotoluminescence (micro-PL)
spectra (excitation wavelength 514 nm) are collected from
the center spot of the microtube. All the optical measure-
ments were carried out in the air at room temperature.
Light emission from defect-related luminescent centers
can circulate and interfere constructively in the circular
cross section of the tubular microcavity forming stable
resonance at certain wavelengths, noticed as an optical
resonance mode [16,17].
Results and discussion
The left part of Figure 1a schematically shows a cross-
sectional view of the microtube, and both the inner and
the outer surfaces of the tube walls are coated with the
oxide layers. An optical microscope image of the micro-
tube with a diameter of approximately 9 μm coated by
150 MLs of HfO2 is displayed in the right part of
Figure 1a. The microtube is still transparent after this
coating treatment, and the perfect tubular structure and
directionality are obvious [6]. In addition, our AFM re-
sults indicate that the surfaces are quite smooth without
significant variation in roughness after the ALD coating
(Figure 1b). This feature suggests that the ALD coating
process is quite suitable for tailoring the optical reson-
ator and for microfluidic applications since the surface
roughness will contribute remarkable light loss [17] and
resistance in fluidics. Although there is no noticeable
change in the morphology, the PL measurements show
an interesting bi-directional change in the positions of
optical modes. Figure 1c displays a series of PL spectra
with coating from 0 to 150 MLs with a step of 10 MLs.
Each PL spectrum exhibits several groups of sharp peaks
which are known as optical modes [10,16], and the sub-
modes in the group are previously ascribed to the axial
confinement in the tubular microcavity [11,16]. With the
increase of the number of the coating layers (i.e., the
thickness of the HfO2 coating), all the modes shift to a
shorter wavelength at the very beginning but then con-
tinuously move to a longer wavelength (Figure 1c).
To make the results more intuitionistic, we extracted
the positions of the mode with m = 70 (derived theoreti-
cally) and the corresponding first sub-mode and plottedthe positions as a function of the number of coating
layers, as shown in Figure 2a. One can see that both
modes demonstrate the same shift tendency, indicating
that this is not a coincidence. The key factor leading to
this bi-directional shift influences not only the circular
but also the axial propagations. The phenomenon has
not been previously reported in a similar experiment
Figure 2 Evolution of mode positions and Q-factors with
increasing coating layers. (a) Shift of mode (m = 70, main mode and
first sub-mode) with increasing HfO2 coating layers. The dark squares
and open circles represent the positions of the main mode and the
first sub-mode, respectively. (b) Evolution of the Q-factor of mode
(m = 70) with the coating layer. The triangles are the experimental
results and the dashed line is the corresponding linear fit.
Figure 3 PL spectra of microtubes with different coating layers
after different treatments. (a, b) PL spectra from the tubular
microcavity after different treatments: (a) stored at 30 Pa and (b)
heated at 150°C. (c, d) PL spectra from different tubular microcavities
(reference samples) after heat treatment at 150°C: (c) microtube coated
with 30-nm Al2O3 and (d) microtube coated with 30-nm TiO2.
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nism in the following paragraphs.
According to the literature, the mode positions show a
strong relationship with the evanescent field and the
surrounding medium [5,10], and the interaction of eva-
nescent field with the absorption molecules on the wall
of tubular microcavity leads to a detectable shift in the
resonant frequency (i.e., mode position) [10,18] The
previous experimental [15] and theoretical [19] results
indicated that the resonant wavelength monotonically
redshifts with increasing thickness of the high-refractive-
index oxide (Al2O3 or HfO2) coating. In the present case,
the modes show an obvious redshift with the HfO2 coat-
ing increasing from 20 to 150 MLs (Figures 1c and 2a),
which fits well with the previous experimental results and
theoretical prediction. However, when the HfO2 coating is
less than 20 MLs, the mode positions show an unusual
blueshift, which in any case suggests a change in the light's
circulation and interference in the microcavity. To checkthe light confinement therein, we calculated the Q-factor
using the formula Q = λ/Δλ, where λ and Δλ denote the
mode position and the full width at half maximum
(FWHM) of the mode, respectively [16], and the results
are plotted in Figure 2b. It is not surprising that as a con-
sequence of the improved light confinement, the Q-factor
appears to have a pronounced enhancement with increas-
ing coating layers. However, the blueshift of modes in the
case of a few coating layers ought to be related to other ef-
fects different from the increasing wall thickness.
We guess that the ALD process should be responsible
for this unusual blueshift. Note that the process was car-
ried out at 150°C and under vacuum. To go into more
details, we checked the PL spectra of bared microtubes
with different posttreatments (vacuum and heat treat-
ment). Figure 3a,b shows the influence of vacuum and
heat treatments on the mode positions, respectively.
Compared with the vacuum, the heat treatment obvi-
ously plays an important role on the blueshift of the
modes. For comparison purposes, microtubes coated
with other oxide layers like Al2O3 and TiO2 were
brought in, and we also measured their spectra after they
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were carried out in the air at room temperature. One
can see that the modes always show a blueshift after the
microtube was heated to 150°C, no matter the microtube
is bare or coated with Al2O3/TiO2. In other words, the
heating causes the modes to blueshift. In addition, we
should stress that the ALD coating can make the micro-
tube robust enough to stand repeated liquid washing [6],
and thus, we can rule out the possibility of the blueshift
to be connected with the structural deformation since
the strengthened microtube should not deform while be-
ing heated. Thus, in such circumstance, the change in
surface composition, especially the desorption of atmos-
pheric water molecules, becomes a considerable influ-
ence element responsible for the blueshift because the
surface modification leads to a change in the evanescent
field and in turn alters the resonance [10,14,15,18,20].
Briefly, we can deduce that there are two competitive
processes existing during ALD coating: the desorption of
the water molecules makes the modes move towards a
shorter wavelength [15] and the increase in the wall
thickness causes a redshift of the modes. At the begin-
ning of the coating, desorption of water is predominant
because a remarkable blueshift can be observed but only
a few oxide layers were deposited leading to a neglect-
able increase of wall thickness. When more HfO2 is
coated on the tube surface, the coating layers play a
more critical role and no more water molecules could be
detached, eventually producing the redshift.
As we know, the water will be adsorbed onto the tube
wall both chemically and physically [18,20]. To investigateFigure 4 Desorption process of absorbed water by drying and heatin
spectra, N2 flow at 50°C, 0 to 15 h) and heating (bottom five spectra, at 20
top to bottom). The measuring time points can be found in (b). (b) The m
top-right insets schematically illustrate the desorption processes of physicathe influences from these two kinds of water molecules
and the underneath mechanism, more experimental works
have been carried out. An as-fabricated microtube (coated
with 30-nm HfO2) was first dried in N2 flow at 50°C; PL
spectra were measured in the air at room temperature im-
mediately after every 30-min drying process (typical seven
spectra are shown in the upper part of Figure 4a and the
corresponding time points can be read from Figure 4b).
The mode blueshifts approximately 1.2 nm in total and
becomes steady after drying for 15 h, which is considered
to be due to the removal of the physically absorbed water
layer on the tube wall (see the diagram in the bottom-left
inset in Figure 4b). The mode position finally becomes
constant since the physically absorbed water molecules
have been completely removed. Then, a heat treatment at
200°C under 30 Pa (N2 atmosphere) was introduced. PL
spectra were also measured in the air at room temperature
immediately after every 30-min heating treatment (typical
five spectra are shown in the lower part of Figure 4a and
the corresponding time points can be read from Figure 4b).
The previous equilibrium is obviously broken, and a fur-
ther blueshift from desorption of chemically absorbed
water molecules can be detected. As reported in the litera-
ture [18], the microstructure of these chemically absorbed
molecules is actually a layer of OH groups bound to the
surface (see top-right inset in Figure 4b), which cannot be
easily removed by a low-temperature drying process. After
the microcavity was heated for more than 8 h, the mode
position was maintained at a constant value again with a
blueshift of approximately 3.8 nm (compared to dried
microcavity). Figure 4b summarizes the mode positiong. (a) A series of PL spectra of microtube after drying (top seven
0°C under 30 Pa, N2 atmosphere, 15 to 23 h) as time goes on (from
ode (m = 89) shifts as a function of treating time. The bottom-left and
lly and chemically absorbed water molecules, respectively.
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15 h) and heating (200°C under 30 Pa, 15 to 23 h) time.
The drying/heating treatments also indicate that desorp-
tion is not a rapid process but takes some time, which
identifies with the results of the initial 20 MLs in Figure 2a.
In short, this result demonstrates that the rolled-up mi-
crocavities with high sensitivity can be used as sensors for
humidity detection.
Finally, we would like to discuss more about the influ-
ence of surface condition on the Q-factor. It is already
well known that an oxide coating layer with high re-
fractive index promotes an effective refractive index and
light confinement which leads to low light loss and
higher Q-factor [3,16,21]. For the tubular microcavity in
our work, the most important loss terms are bulk ad-
sorption (Qmat





adsorption of water molecules on the surface will in-
crease the roughness of the tube wall as one kind of
contaminant which magnifies Qcont
−1 and consequently
deteriorates the entire Q-factor. The desorption of water
molecules, on the contrary, will enhance the Q-factor.
Both the water molecule desorption and the increase of
the tube wall thickness during ALD contribute to the en-
hancement of the Q-factor, as shown in Figure 2b.
Conclusions
In summary, we have demonstrated that physisorption
and chemisorption of water can influence the optical
resonance in rolled-up Y2O3/ZrO2 tubular microcavity.
Desorption of these two kinds of water molecules from
the surface of the tube wall at high temperature can
cause a blueshift of optical modes while additional coat-
ing of oxide layers with high refractive index leads to a
redshift of the modes. Although both effects promote the
Q-factor of the microcavity, the competition among them
produces a bi-directional shift of the modes during the
ALD process. Our current work demonstrates the feasibi-
lity of precisely modulating the modes of the rolled-up
microcavity with a fine structure and high Q-factor. These
discoveries may find potential applications in environmen-
tal monitoring. For instance, a humidity sensor using a
tubular microcavity as a core component can be fabricated
to detect the humidity variation of the environment.
Abbreviations
AFM: Atomic force microscope; ALD: Atomic layer deposition; FWHM: Full
width at half maximum; ML: Monolayer; PL: Photoluminescence.
Competing interests
The authors declare that they have no competing interests.
Authors’ contributions
GY and YM designed the study. JZ performed the experiments with help
from JW. JZ, JW, GH, and YM contributed in drafting the manuscript. All the
authors took part in the discussion of the results and edited and approved
the manuscript.Acknowledgements
This work is supported by the Natural Science Foundation of China
(nos. 51322201 and 51102049), ‘Shu Guang’ project by Shanghai Municipal
Education Commission and Shanghai Education Development Foundation,
Project Based Personnel Exchange Program with CSC and DAAD,
Specialized Research Fund for the Doctoral Program of Higher Education
(no. 20120071110025), and Science and Technology Commission of
Shanghai Municipality (nos. 12520706300 and 12PJ1400500). JW thanks the
support from China Postdoctoral Science Foundation (no. 2011 M500731).
We thank Dr. Zhenghua An from Fudan Nano-fabrication and Devices
Laboratory for the assistance in sample fabrications.
Received: 13 November 2013 Accepted: 9 December 2013
Published: 18 December 2013
References
1. Gerard JM, Barrier D, Marzin JY, Kuszelewicz R, Manin L, Costard E,
Thierry-Mieg V, Rivera T: Quantum boxes as active probes for
photonic microstructures: the pillar microcavity case. Appl Phys Lett
1996, 69:449.
2. Hanumegowda NM, Stica CJ, Patel BC, White I, Fan XD: Refractometric
sensors based on microsphere resonators. Appl Phys Lett 2005,
87:201107.
3. McCall SL, Levi AFJ, Slusher RE, Pearton SJ, Logan RA: Whispering gallery
mode microdisk lasers. Appl Phys Lett 1992, 60:289.
4. Ren HC, Vollmer F, Arnold S, Libchaber A: High-Q microsphere
biosensor - analysis for adsorption of rodlike bacteria. Opt Express
2007, 15:17410.
5. Wang J, Zhan TR, Huang GS, Chu PK, Mei YF: Optical microcavities with
tubular geometry: properties and applications. Laser Photonics Rev 2013.
doi:10.1002/lpor.201300040.
6. Huang GS, Mei YF, Thurmer DJ, Coric E, Schmidt OG: Rolled-up transparent
microtubes as two-dimensionally confined culture scaffolds of individual
yeast cells. Lab Chip 2009, 9:263.
7. Smith EJ, Schulze S, Kiravittaya S, Mei YF, Sanchez S, Schmidt OG: Lab-in-a-
tube: detection of individual mouse cells for analysis in flexible split-wall
microtube resonator sensors. Nano Lett 2010, 11:4037.
8. Strelow C, Sauer M, Fehringer S, Korn T, Schüller C, Stemmann A, Heyn C,
Heitmann D, Kipp T: Time-resolved studies of a rolled-up semiconductor
microtube laser. Appl Phys Lett 2009, 95:221115.
9. Li F, Mi ZT: Optically pumped rolled-up InGaAs/GaAs quantum dot
microtube lasers. Opt Express 2009, 17:19933.
10. Huang GS, Quinones VAB, Ding F, Kiravittaya S, Mei YF, Schmidt OG:
Rolled-up optical microcavities with subwavelength wall thicknesses
for enhanced liquid sensing applications. Acs Nano 2010, 4:3123.
11. Strelow C, Rehberg H, Schultz CM, Welsch H, Heyn C, Heitmann D, Kipp T:
Optical microcavities formed by semiconductor microtubes using a
bottlelike geometry. Phys Rev Lett 2008, 101:127403.
12. Luchansky MS, Bailey RC: High-Q optical sensors for chemical and
biological analysis. Anal Chem 2012, 84:793.
13. Li ZY, Psaltis D: Optofluidic dye lasers. Microfluid Nanofluid 2008,
4:145–158.
14. Ma LB, Li SL, Quiñones VAB, Yang LC, Xi W, Jorgensen M, Baunack S, Mei YF,
Kiravittaya S, Schmidt OG: Dynamic molecular processes detected by
microtubular opto-chemical sensors self-assembled from prestrained
nanomembranes. Adv Mater 2013, 25:2357.
15. Quinones VAB, Huang GS, Plumhof JD, Kiravittaya S, Rastelli A, Mei YF,
Schmidt OG: Optical resonance tuning and polarization of thin-walled
tubular microcavities. Opt Lett 2009, 34:2345.
16. Wang J, Zhan TR, Huang GS, Cui XG, Hu XH, Mei YF: Tubular oxide
microcavity with high-index-contrast walls: Mie scattering theory and
3D confinement of resonant modes. Opt Express 2012, 20:18555.
17. Huang GS, Kiravittaya S, Quiñones VAB, Ding F, Benyoucef M, Rastelli A,
Mei YF, Schmidt OG: Optical properties of rolled-up tubular
microcavities from shaped nanomembranes. Appl Phys Lett 2009,
94:141901.
18. Gorodetsky ML, Savchenkov AA, Ilchenko VS: Ultimate Q of optical
microsphere resonators. Opt Lett 1996, 21:453.
19. Zhan TR, Xu C, Zhao FY, Xiong ZQ, Hu XH, Huang GS, Mei YF, Zi J:
Optical resonances in tubular microcavities with subwavelength wall
thicknesses. Appl Phys Lett 2011, 99:211104.
Zhong et al. Nanoscale Research Letters 2013, 8:531 Page 6 of 6
http://www.nanoscalereslett.com/content/8/1/53120. Saito T, Seshimo M, Akamatsu K, Miyajima K, Nakao S: Effect of physically
adsorbed water molecules on the H2-selective performance of a silica
membrane prepared with dimethoxydiphenylsilane and its regeneration.
J Membrane Sci 2012, 392:95.
21. Guarino A, Poberaj G, Rezzonico D, Degl'Innocenti R, Gunter P:
Electro-optically tunable microring resonators in lithium niobate.
Nat Photonics 2007, 1:407.
doi:10.1186/1556-276X-8-531
Cite this article as: Zhong et al.: Effect of physisorption and
chemisorption of water on resonant modes of rolled-up tubular
microcavities. Nanoscale Research Letters 2013 8:531.Submit your manuscript to a 
journal and beneﬁ t from:
7 Convenient online submission
7 Rigorous peer review
7 Immediate publication on acceptance
7 Open access: articles freely available online
7 High visibility within the ﬁ eld
7 Retaining the copyright to your article
    Submit your next manuscript at 7 springeropen.com
